2 Mp

s IP KAMERA

o SN-IP3622

2 MP progressive scan
1/2.9" SONY Exmor Stravis (1920 x 1080p )
3.6 mm 3 MP Sabit Len;
PoE / SES / SMART IR-LED
H.265 / H.264 MJPEG sikistirma formati
WDR,3D DNR, Defog,ROI
ONVIF protocol

Sensor 1/2.9" SONY Exmor Stravis (1920 x1080p )

Shutter Hizi Otomatik/ Manuel(X30~ 1/50000), FLK

Lens 3.6 mm 3 MP Sabit Lens

Min. Aydinlatma OLux/F1.4 (IR ON) Color: 0.05Lux,

Gunduz/Gece ICR switch, auto, color, B/W, ext

IR Menzil 30-40M{14M X 20 IR-LED ) SMART LED

SIN >50db

Video Cikisi 1.0Vp-p complex video output, 75Q

Cikis Modeli PAL/NTCS Ayarlanabilir.

Video

Maks. Cozunarluk 1920x1080p

Video Sikistirma H.265 / H.264 MJPEG sikistirma formati

Kare Hizi PAL: main stream: 1920 1080 @25fps, sub-stream: D1@25fps

NR 3D DNR

Goruntd Ayari Parlaklik, netlik, AGC

DWDR Otomatik

BLC BLC/HSBLC

AGC 0~15

iletim Mesafesi RG6 U6 Koaksiyel Kablo ile 500 m

Muhafaza Metal Gévde

Gug Kaynagi DC12V+10%, 500mA

Malzeme Ozelligi Usttin Aleminyum Alasim (lyi sogutma etkisi)

Ebatlar (L W H) 295(W)x98(H)x88(D)mm

Agirlik 1.4 kg

Calisma Sicakligi / Nem (-10°C ~ 55°C | 0% -90%)

Ortami
Girig Korumasi P66
Kurulum Tipi Tavan ve Duvar Uygulama



